
BC2S24

SPECIFICATIONS

2-sided Matte Imposition Proofing Paper 
Aqueous Inkjet Media for use with dye and pigment ink on thermal, piezo, and latex 
inkjet printers. 

A 24 lb.  (90 gsm) media that is coated with a smooth matte finish on both sides. Its light weight makes BC2S24 an economical 
choice for imposition and content proofs. BC2S24 is also universally compatible with most printer and ink combinations. 

Physical Properties*
•	 Basis weight: 90 gsm/24 lb
•	 Caliper: 4.5 mil
•	 Whiteness: 100
•	 Opacity: > 92
•	 pH: Acid Free
•	 Brightness: > 94
*Target Values 

Features
•	 2 side printable
•	 Fast drying Universal ink compatibility
•	 Water resistant
•	 Matte finish   

Recommended Storage 
Conditions and Shelf Life

•	 Store in clean, dry area away from 
direct sunlight.

•	 Temperature: 59-86 °F (15-30 °C).
•	 Relative Humidity: 30-70%.
•	 Repack opened rolls when not in use.
•	 One year at conditions noted above.
•	 Allow material to stabilize to room 

conditions 24 hours before use.

Environmental, Health,  
and Safety

•	 No Material Safety Data Sheet required.
•	 Waste not suited for recycling.

Main Applications 
•	 Economical alternative for imposition 	

and content proofs.
•	 Presentations and storyboards.

Printer/Ink Compatibility
BC2S24 is recommended for use with 
pigment and dye inks. For a complete 
compatibility chart on our website go to: 
csa.canon.com 

Color Profiles
ICC color profiles can help improve image 
quality and optimize ink limits for improved 
drytime, wide color gamut, and accurate 
color matching.

Finishing Recommendations 
BC2S24 can be overlaminated with both 
thermal (max. 185 °F) and pressure-sensitive 
laminates for additional scratch resistance 
and moisture protection when needed. 
Make sure that prints are completely dry 
prior to laminating.

This information is presented as a general 
guide and is not a performance guarantee. 
The user should independently determine 
prior to use the suitability of the material 
for the specific purpose. 
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PRODUCT DESCRIPTION

ITEM  
NUMBER

WIDTH x 
LENGTH

QTY. PER
CARTON CORE

BC2S240006 24” x 300’ 1 Roll 3”

BC2S240007 36” x 300’ 1 Roll 3”

BC2S240012 42” x 225’ 1 Roll 3”

BC2S240008 42” x 300’ 1 Roll 3”

BC2S240004 32” x 42” Sheets -
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