
PSCLTH

SPECIFICATIONS

6 Mil Satin Cloth Aqueous Inkjet Media

SPEC SHEET

PRODUCT DESCRIPTION
PSCLTH is a 6 mil (118 gsm) semi-sheer satin cloth with a universal coating designed to work well with aqueous dye and 
pigmented piezo and thermal inkjet printers. PSCLTH is also water resistant when printed with pigmented inks. PSCLTH 
drapes nicely for soft signage or decorative applications.

Physical Properties*
•	 Caliper: 6 mil

•	 Basis Weight: 118 gsm

•	 Opacity: 80%

*Target Values 

Features
•	 Quick dry-wide color gamut

•	 Water resistant coating

•	 Dye and pigment compatible

•	 Unique look and feel

Recommended Storage 
Conditions and Shelf Life

•	 Temperature: 65-75 °F (15-25 °C).

•	 Relative Humidity: 40-60%.

•	 Repack opened rolls when not in use.

•	 One year at conditions noted above.

•	 Allow material to stabilize to room 

conditions 24 hours before use.

Environmental, Health,  
and Safety

•	 No Material Safety Data Sheet required 

•	 Waste not suited for recycling 

Main Applications 

•	 Soft banners - POP

•	 Window shades

•	 Rollable displays

Printer/Ink Compatibility
Recommended for use in most 

photographic and display graphics inkjet 

printers including: Epson® Ultra Chrome 

and K3 series, Vivid Magenta series, Canon 

imagePROGRAF series, as well as Hewlett 

Packard® Z series and HP5500 series 

printers. For a complete compatibility chart 

on our website go to: www.csa.canon.com

Finishing Tips
Prints may be laminated with pressure 

sensitive or low melt thermal laminate for 

additional scratch and moisture protection.

Important
Printer and driver settings need careful 

setup to help ensure the best performance. 

Appropriate ink loads must be set for  

the ink/printer combination being used.  

Ink lay down not to exceed 300%.

Color Profiles
ICC Color profiles will help improve image 

quality and optimize ink limits for improved 

drytime, wider color gamut, and more 

accurate color matching.

The user should independently determine 

prior to use the suitability of the material 

for the specific purpose.

SMART CHANGE STARTS HERE.
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PRODUCT DESCRIPTION

ITEM  
NUMBER

WIDTH X 
LENGTH

QTY. PER
CARTON CORE

PSCLTH3660 36” x 60’ 1 Roll 2”
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